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— WHEN END SHOE IS ATTACHED TO A BRIDGE PARAPET WHICH HAS AN EXPANSION
JOINT, THE BOLTS SHALL BE PROVIDED WITH A LOCKNUT OR DOUBLE NUT AND SHALL
BE TIGHTENED ONLY TO A POINT THAT WILL ALLOW GUARDRAIL MGVEMENT.
END SECTION
- THE STANDARD END SHOE SHALL BE ATTACHED TO THE CONCRETE WITH PRE-DRILLED
OR SELF-DRILLING ANCHOR BOLTS. THE ANCHOR CONE SHALL BE SET FLUSH WITH
THE SURFACE OF THE CONCRETE.
EXTERNALLY THREADED STUDS PROTRUDING FROM THE SURFACE OF THE CONCRETE
WILL NOT BE PERMITTED.
FILE NAME = USER NAME = geglisnobt DESIGNED - REVISED -  10-31-06 F.A . SECTION COUNTY | JOTAL | SHEET
HIE, PECTION ? SHEETS|  NO.
Wildiststd\22x34\bm2l.dgn DRAWN - REVISED - STATE OF ILLINOIS REMOVE AND REERECT -
STEEL PLATE BEAM GUARDRAIL 330 128R-3 LAKE | 518 | 39%
PLOT SCALE = 5,048 * 4 IR, CHECKED - REVISED - DEPARTMENT OF TRANSPORTATION BM-21 CONTRACT NO. 60953
PLOT DATE = 1/4/20@8 DATE - REVISED - SCALE: NONE SHEET NO. 3 OF 4 SHEETS [ STA. TO STA. FED, ROAD DIST. NO. | HLLINOISFED. AID FM.ET




